       User Manual A8816 –Laser Level (4H4V6D) 
       Essentials in safety

a) Do not dismantle this product; it may cause breakdown or electric shock.
b) Do not look at laser light directly, it may cause vision disorder.

     Essentials in use

a) Do not place product in reverse position or shake or drop this product. It may cause breakdown.
b) Do not wet this product. It may cause short circuit in the electric components.
c) Turn off the switch and lock the system when moving this product.

d) Do not place the product in the following places: high temperature places like direct sunlight and warm air etc. (to be utilized within the range of -5C ~ 40C) truck compartment, luggage compartment, under direct sunlight and inside a tightly closed window vehicle.

e) Do not touch the lens with finger. Stained lens will dime the lights source. Use professional lens wiping cloth to clean lens and absolutely do not use dilution agent to conduct cleaning.

f) Take the battery out when the product is not in use.  
Usage Method - A8816
1) Put in 2 AA batteries correctly in the battery compartment.    
2) Adjust the bubble to the centre of bull eye by three adjustable legs.           

3) Unlock and turn on Main Switch from the side. It will turn on the cross Laser line in the front and the dot on the ceiling and ground.    

4) Press V1 button on the top corner once, it will turn on the laser cross lines to 3 directions and shut down the cross line in the front. Press same button second time, it will turn on laser cross lines for 4 directions and plumb laser will be on as well. Press the button again it will turn off the light but stay unlocked. 

5) Be sure to turn off the switch and lock the system when you want to carry it around.
6) When the supplementary angle is exceeded. The laser light will continue flash.
7) Micro adjustment of direction can be done manually from the side turner.
